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REFERENCED BY THIS SYMBOL:KEY NOTES:

GENERAL NOTES:

EXTERIOR MATERIALS FINISH SCHEDULE

E202 ICI 0609 COPPER PENNY

E206

E400

E401

E500 ATAS 30 HEMLOCK GREEN

E501

E600 KAWNEER 395F518 HARTFORD GREEN

E650 ALPINE SNOWGUARDS HEMLOCK GREEN

E205 ICI 22-17 SHADED SPRUCE

E302
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E700 WERZALIT HORIZONTAL & VERTICAL SIDING - IVORENE13

E700 WERZALIT CORNER & RUNNING TRIM - WHITE

SW6127 IVOIRE

E501

14

T.O. STEEL ELEV 118~0"

SW6524 COMMODORE
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15

E50016

E502

BONE WHITE

HEMLOCK GREEN BREAK METAL

HARTFORD GREEN BREAK METAL D7/A304 FOR LOCATIONS17
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T.O. STEEL ELEV 118~0"

FINISHED FLOOR ELEV 100~0"

 

GH CDEF E.6 B

FINISHED FLOOR ELEV 100~0"

8

A302

KYSOR WARREN YELLOW 2586

   EXIT DOORS. 

G. REFER TO SITE SPECIFIC INFORMATION REGARDING ELEVATIONS  @ EMERGENCY 

  

F. CONTROL JOINTS IN MASONRY TO BE MINIMUM 40 FEET APART. 

   DOCK FRAMING SHALL BE PAINTED AS NOTED.

E. EXTERI0R HOLLOW METAL EMERGENCY DOORS AND FRAMES, RAILINGS, AND LOADING 

D. SIGNAGE NOT IN CONTRACT. COORDINATE INSTALLATION WITH SIGN CONTRACTOR.

   MATCH COLOR OF SILL.

C. WHERE COMPOSITE SIDING MEETS CMU SILL, METAL FLASHING SHALL 

B. ROOF FLASHING TYPES AND COLORS (REFER TO ARCHITECTURAL ROOF PLAN)

A. PROVIDE WATERPROOFING FOR CONCRETE MASONRY UNITS (CMU) PER SPEC

40. EXPOSED STEEL AT MECHANICAL POD BASE TO RECEIVE BITUMINOUS COATING

39. 23"x8"x1" COMPOSITE TRIM LIGHT MOUNTING

38. PRECAST CONCRETE SILL

37. STEEL CHANNEL @ REAR CANOPY 

36. METAL GUTTER & DOWNSPOUT @ POD 

35. NOT USED

 

34. METAL DOOR AND FRAME 

33. METAL DECK 

32. MECHANICAL/ELECTRICAL CENTER DOOR (PRE-FINISHED)

31. MECHANICAL/ELECTRICAL CENTER (PRE-FABRICATED)

30. CHAIN LINK FENCING - GALVANIZED-102213

29. LIGHT FIXTURE (SEE ELEC. DRAWINGS)

28. DOCK BUMPERS

27. DOCK SEAL

26. FINISHED FLOOR LINE

25. SIGN NOT IN CONTRACT. (COORDINATE INSTALLATION WITH SIGN CONTRACTOR.)

24. ROOF EDGE FASCHIA (REFER TO ARCHITECTURAL ROOF PLAN.)

23. CMU SILL

    CONNECTION

    COORDINATE WITH D6/P105. SEE DET. D3/A502 FOR DOWNSPOUT TO BOLLARD 

22. 2~4" DOWNSPOUT PROTECTION (6" DIA.x .25") STANDARD GALVANIZED PIPE) 

21. HANDRAILS

20. SNOW GUARD WITH ICE FLAGS

19. EXTERIOR ENTRY DOOR (ALUMINUM FINISH)

18. BUILT UP CORNICE

17. METAL DOWNSPOUT

16. WERZALIT ONE PIECE CORNER TRIM

15. COMPOSITE TRIM BOARD 

14. VERTICAL COMPOSITE SIDING, 6" EXPOSURE

13. HORIZONTAL COMPOSITE SIDING, 8" EXPOSURE

    METAL FLASHING SHALL MATCH COLOR OF SILL (TYP).

12. WHERE COMPOSITE SIDING MEETS SILL, 

11. STORE FRONT WINDOW 

10. STORE FRONT 

9.  PHARMACY DRIVE THRU SERVICE WINDOW.  SEE DET. 13/A302

8   SEALANT AROUND ALL PENETRATIONS TO MATCH ADJACENT WALL SURFACE.

7.  CANOPY STEEL AND BREAK METAL

6.  STEEL FRAMING - INTERIOR & EXTERIOR

5.  BREAK METAL TRIM 

4.  4" SQ. METAL DOWNSPOUT 

3.  METAL GUTTER 

2.  STANDING SEAM METAL ROOFING

1.  CONCRETE MASONRY UNITS (CMU) 

GAGNE & SON  G&S20 DEXTER RED (MORTAR PIGMENT=MC65 MEDIUM)

GAGNE & SON  G&S2507 SILL (MORTAR PIGMENT=MC60 LIGHT)
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TOP OF PARAPET FRAMING 123’-10"

TOP OF CMU SILL 102’-4"

FINISH FLOOR 100’-0"

BOTTOM  OF HORIZONTAL TRIM 116’-4"

BOTTOM OF CANOPY STEEL 109’-0"

TOP OF PEAK ELEV 128~10" +/-
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