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Hannaford
Hinesburg, VT

SQUARE FOOTAGE =99.84

VINYL COLORS

1) WHITE (LETTERS AND OUTLINE)

2) GREEN LIGHT KELLY 3632-146 (LEAVES )

3) RUST BROWN 3632-63 (BANNER “WINGS” CHERRY STEM)
4) VIVID GREEN 3632-156 (PEPPER)

5) RED 3632-33 (APPLE, CHERRIES & BANNER)

6) YELLOW 3632-25 (BREAD)

7) BLACK MATTE 3632-22

8) PURPLE PLUM 3632-128 (GRAPES)

9) DARK BROWN 3632-59 (BANNER SHADOWS)

LOGO L.E.D.LAYOUT
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@ FABRICATION NOTES

V1| viNyL coLors

@ PAINT NOTES
@ ELECTRICAL NOTES

5-91/8"

LOGO SECTION

SUPERMARKET & PHARMACY SECTION

— 2" SPACERS 1.
2.
3.
a.
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EXISTING BLOCK WALL

ALUMINUM RETURNS AND BACKS

12v LED

THREADED ROD FASTENERS

LISTED SIGN SECTION (CONSISTS OF
TRANSFORMER AND ENCLOSURE) SUITABLE
FOR OUTDOOR LOCATIONS.

ACCESSIBLE. NEC 600-32(E),

GROUNDED ENCLOSURE

. FLEX FACES WITH (BLEED ALUM. RETAINER)
. WALL FASTENERS AS REQUIRED
. LISTED DISCONNECT SWITCH IN PRIMARY

TO BE WITHIN SIGHT (50" MAX) OF SIGN.
NEC 110-3(B), 600-6

. PRIMARY ELECTRICAL SOURCE

(172" MIN.CONDUIT, (LIQUID TIGHT SHOWN).
NEC 600-6 & 600-31

. 1/2" LISTED FLEX (LIQUID TIGHT SHOWN)

& LISTED GTO CABLE (SECONDARY SIDE
ONLY AND TO THE NEXT SECTION LETTER).
NEC 110-3(B) & 600-31

‘WOOD BLOCKING BEHIND BLOCK WALL
RECEPTACLE USES GASKET THAT WILL IMPAIR
REQUIRED IF (1) FLEXIBLE METAL CONDUIT IN
GROUND RETURN PATH EXCEEDS 6'.

(NEC 350-5 EXC.NO.2), (2) CONDUIT

IS NON METALLIC, AND/OR (3) ELECTRODE
METAL CONTACT.NEC 110-14(A), 250-43(G),

250-79(F), 250-97,250-113 & 600-5.
DRAIN HOLES IF USED OUTDOORS

2" PVC SPACERS

RECEPTACLE USES GASKETS THAT WILL IMPAIR
GROUND RETURN PATH OR DIRECT METAL TO
2"X2"X3/16" ALUMINUM ANGLE

THOMAS RETRO EXTRUSION

VW IVUATAV VA RIRRY

HwN =

. DRAIN HOLES IF USED OUTDOORS
. JEWELITETRIM
12

EXISTING WALL

ALUMINUM RETURNS & BACKS

12VLED.

LISTED SIGN SECTION (CONSISTS OF
TRANSFORMER) SUITABLE

FOR OUTDOOR LOCATIONS.
ACCESSIBLE.NEC 600-32(E),

GROUNDED ENCLOSURE

WALL FASTENERS AS REQUIRED

MIN- (2) 1/4" d x 3.5" LAG BOLTS/ANCHORS PER LTR.
LISTED DISCONNECT SWITCH IN PRIMARY
TO BE WITHIN SIGHT (50" MAX) OF SIGN.
NEC 110-3(B), 600-6.

PRIMARY ELECTRICAL SOURCE

(172" MIN.CONDUIT, LIQUID TIGHT SHOWN).
NEC 600-6 & 600-21

1/2" LISTED FLEX (LIQUID TIGHT SHOWN)
FASTENERS AS REQUIRED

ACRYLIC FACE

TOTAL SQFT= 99.84’

PART #

ESTIMATE #

MATERIAL FOR WALL SIGN (LOGO)

BACKS: _.063 ALUM.

EXT/FILLER: _THOMAS RETRO/.063 ALUM.

FRAMING: _2"X 2"3/16” ALUM.ANGLE @ X oC
FACES:__3M PANAGRAPHICS II EMB[_]
RETAINER: BLEED

LIGHTING: _LED WHITE

WALL FASTENERS: PERENG.

GRAPHICS: _DIGITAL WITH GPS GPS[]

COLORS FORWALL SIGN (LOGO)

FILLER: _WHITE
RETAINER; N/A
INTERIOR: _WHITE

FACE BKGD:_DIGITAL ART

MATERIALS FOR SUPERMARKET & PHARMACY

BACKS:__.080 ALUMINUM

RETURNS: _.063 ALUMINUM

FACES: __3/16" ACRYLIC - 2447 WHITE
TRIM CAP; 1" JEWELITE

DEPTH: 6"

LED: 12v ROWS
WALL FASTENERS: _PER ENG.

ELECTRODE RECEPTACLE [JPK, [J ELECTROBIT
[] SELF CONTAINED [ 200 GLASS HOUSING

COLORS FOR SUPERMARKET & PHARMACY

FACES;___ BROWN 3632- 63

RETURNS INT; _WHITE

RETURNS EXT;___WHITE

TRIM CAP;__WHITE

LED: RED GENESIS

L.E.D.SPECIFICATIONS

LED FOOTAGE =X 110 VOLT INPUT

SECONDARY AMP.
VOLTS | MA. | INPUT

JUSTIN TRANSFORMERS

€2240-12 (60' or less) 12 2.0

X

6
X
X X
X

X

TOTAL

(1) 20 AMP-120 VOLT CIRCUIT REQUIRED

Underwriters

Laboratories Inc,
LISTED
ELECTRIC SIGN

COMPLIES TOUL4 8

THIS ARTICLE IS INTENDED TO BE INSTALLED
IN ACCORDANCE WITH THE REQUIREMENTS
OF ARTICLE 600 OF THE NATIONAL ELECTRICAL

CODE AND/OR OTHER APPLICABLE LOCAL CODES.

THIS INCLUDES PROPER GROUNDING AND
BONDING OF THE SIGN.

05/24/12

DATE

O APPROVED

[0 APPROVED AS NOTED

[ REVISE & RESUBMIT

HINESBURG

INSTALLATION
REVISION 3: X

ADDRESS

REVISION 4: X

THIS DRAWING IS THE PROPERTY OF THOMAS SIGN & AWNING CO.INC.. ALL RIGHTS TO IT'S USE FOR REPRODUCTION ARE RESERVED BY THOMAS SIGN & AWNING CO.INC., CLEARWATER, FL
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CLIENT
DESIGN

SIGN& AWNING COMPANY,INC.

4590 118TH AVENUE NORTH® CLEARWATER,FL® 33762

REVISION 2: X
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