
•  5/8" FC GWB, TAPE AND PAINT
•   3 5/8" METAL STUDS @ 16" O.C. @ TYPICAL
• 6" METAL STUDS @ 16" O.C. @ SUBDESIGNATION 6
•  3 1/2" SOUND ATTENUATION BATTS OR TO FILL STUD SPACE
•  5/8" FC GWB, TAPE AND PAINT
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ACOUSTIC GWB PARTITION
1 1/2" = 1'-0" 4

STEEL SEAT ANGLES W/ 
3/4" BOLTS TO GIRTS, 
WELD TO COLUMN

MASONRY 
REINFORCING @ 
16" O.C. 
VERTICALLY 

•  8" CMU, REINFORCED

   

•

• •
•

•

••
•

•

•

•

•

#4 BARS AT 4'-0"O.C,
VERTICAL, GROUT
SOLID.

CMU WALL 
1 1/2"=1'-0"  3

INSULATED PREFINISHED 
METAL WALL PANEL
1 1/2"=1'-0"1 EXTERIOR WALL • ADMIN. WING 

1 1/2"=1'-0"2

• •
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• • • • • • • •
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CL
STRUCTURAL 
STEEL
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• • • • • •• •
• • • • • •

•  CORRUGATED PREFINISHED METAL SIDING OR
"PRODEMA" WOOD VENEER COMPOSITE PANEL 
RAINSCREEN SYSTEM

• 1 x 3 P.T. WOOD STRAPPING @ 16" O.C.
• FLUID APPLIED MOISTURE BARRIER
• 1/2"PLYWOOD SHEATHING
•  3" RIGID POLYISOCYANURATE INSULATION
•  1/2" GYPSUM SHEATHING
•  6"  MTL. STUDS @ 16" O.C. 
• 2" SPRAY APPLIED URETHANE INSULATION
• 5/8" FC GWB, TAPE AND PAINT

CLIP FASTENERS, MIN. 
2 REQ'D PER CLIP

CONCEALED PANEL CLIP 
ANCHORS @ PANEL SIDE 
JOINTS

STEEL CHANNEL GIRTS

STEEL COLUMN

3" PREFINISHED METAL 
INSULATED WALL PANEL 

8 
1/

2" 8"

•  5/8" FC GWB, TAPE AND PAINT
•  3 5/8" METAL STUDS @ 16" O.C. @ TYPICAL
• 6" METAL STUDS @ 16" O.C. @ SUBDESIGNATION 6 
•  5/8" FC GWB, TAPE AND PAINT

• •
• • • • • • • •

• • • • • • • •
• • • • • • • •

• • • • • •• •
• • • • • •
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• • • • • •

GWB PARTITION
1 1/2" = 1'-0" 5

HORIZONTAL SIDING PANEL PROFILE

ATAS INTERNATIONAL, INC. "OPALINE" OPM 045 PANEL
.040 ALUMINUM, 3/4" THICK BY 4 1/2" HIGH PANEL BY 
FULL LENGTH, CONCEALED FASTENING. PREFINISHED 
KYNAR SELECTED FROM FULL RANGE. MBCI "ECO-FICIENT" CLASSIC WALL PANELS (R-21.4) OR EQUAL. 

3" THICK BY 42" WIDE BY FULL HEIGHT PANELS W/ TONGUE AND 
GROOVE CONCEALED FASTENING. 26 GA. EXTERIOR PANEL AND 
26" GA. INTERIOR LINER PANEL. PREFINISHED KYNAR COLOR 
SELECTED FROM FULL RANGE.

PARTITION (U403)
1 1/2" = 1'-0" 6

2 HOUR FIRE SEPARATION

•  [2] LAYERS 5/8" FC GWB, TPAE AND PAINT
•  6" METAL STUDS @ 16" O.C. 
•  ACOUSTIC BATT INSULATION, FILL STUD DEPTH
•  [2] LAYERS 5/8" FC GWB, TAPE AND PAINT 
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NOTE:  EXTEND WALL SYSTEM TO UNDERSIDE OF 
CORRUGATED METAL DECK ABOVE. STUFF DECK FLUTES 
W/ MINERAL WOOL WITH MIN. 4 PCF DENSITY COMPRESSED 
50%. COPE ALL LAYERS OF GWB TO UNDERSIDE PROFILE OF 
CORRUGATED METAL DECK. LEAVE 1/4" TO 1/2" JOINT 
AND FILL WITH FIRE SEALANT. A-1.0

FLOOR PLAN

FLOOR PLAN 
1/8" = 1'-0" 

PROJECT
NORTH

PART STORAGE
103

14'0" x 22'0"
308.00 S.F.

GARAGE B
100B

90'3" x 64'0"

WASH BAY
101

20'8" x 37'4"
771.56 S.F.
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9860.00 S.F.
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WIRE MESH 
PARTITION
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2,000 LB. OVERHEAD 
CRANE

EYE WASH

LOADER 5

BREAK/CONF.
105

26'0" x 13'0"
338.00 S.F.

OFFICE
108

17'5" x 14'10"
258.35 S.F.

HC BATHROOM/ SHOWER
107

12'4" x 9'6"
117.17 S.F.

CL.
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@ SHOWER
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ENTRY HALL
104

13'2" x 14'11"
196.40 S.F.
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4 6

GALV. STEEL 
FASCIA ABOVE

OPEN

CANOPY ABOVE

CONCRETE SIDEWALK

TRANSLUCENT 
FIBERGLASS 
SANDWICH PANEL

1

A-4.0

2

A-4.0

3

A-4.1

 MEZZANINE ABOVE

16'-0" WIDE x 14'-0" HIGH 
INSULATED OVERHEAD 
DOOR, TYPICAL

TRENCH DRAIN

12" x 12" x 6FT 
STEEL LOCKERS

COUNTER AND SINK 
WITH CABINETS 
ABOVE AND BELOW

APHALT PAVING

TYPICAL 
UNLESS NOTED

LINE OF 
MEZZANINE 
ABOVE

KITCHENETTE
106

12'6" x 2'4"
29.17 S.F.

6

GARAGE A
100A

67'9" x 64'0"

W1

W1

W1/
W3

F1
B1,   B2 @ GWB 

ONLY

W2

6

16'-0" WIDE x 14'-0" HIGH 
2 HOUR FIRE RATED 
ROLLING FIRE DOOR

2 HOUR FIRE 
RATED DOOR

2 HOUR FIRE 
RATED DOOR

2 HOUR FIRE RATED 
PARTITION

2 HOUR FIRE RATED 
PARTITION

GROSS FIRE AREA= 4, 942 SF
(INCLUDING MEZZANINE)

GROSS FIRE AREA= 5, 994 SF 

91'-0 1/2"

GROSS FIRE AREA= 1, 052 SF 

4,167 S.F.

5,059 S.F.

INDICATES 
ALL WALLSW1

ROOM FINISH KEY

WALL FINISHES

BASE FINISH
FLOOR FINISH

W2
W1

W2
W1

B1
F1

WALL TYPE KEY (SEE SHEET A-1.1)

WALL TYPE3

TYPICAL DRAWING NOTES
1. THE CONTRACTOR IS RESPONSIBLE FOR 

VERIFYING ALL DIMENSIONS IN THE FIELD AND 
WILL PROMPTLY NOTIFY THE ARCHITECT OF ANY 
DISCREPANCIES.  IN THE CASE OF DISCREPANCIES 
THE ARCHITECT WILL ISSUE REVISIONS IN 
WRITING WITHIN SEVEN CALENDAR DAYS.

2. ALL DIMENSIONS ARE FROM THE FACE OF 
FRAMING, CMU OR CONCRETE UNLESS 
OTHERWISE NOTED. 

ROOM FINISH SCHEDULE

WALLS
W1 PREFINISHED METAL LINER PANELS
W2 GWB, TAPE AND PAINT
W3 CMU, PAINT
BASE
B1 CONCRETE CURB OR CMU, NO BASE
B2 4" RUBBER
B3 CERAMIC TILE
FLOOR
F1 CONCRETE, SEALED
F2 GROUND CONCRETE
F3 LINOLEUM
F4 CERAMIC TILE
F5 WALK OFF MATT
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HINESBURG
TOWN GARAGE

•
HINESBURG, VT 05461

C  O  N  S  U  L  T  A  N  T  S

SAS PROJECT NUMBER:  0627

CIVIL
KREBS & LANSING

164 MAIN ST.
COLCHESTER, VT 05446

P: 802-878-0375
F: 802-878-9618

STRUCTURAL
RICHARD M. DOHERTY, P.E.

595 DORSET STREET, #6
SO. BURLINGTON, VT   05403

P: 802-660-9212

MECHANICAL / ELECTRICAL
LN CONSULTING

PO BOX 65178
BURLINGTON, VT  05406-5178

P: 802-655-1753
F: 802-655-7628

COST ESTIMATION
TOM BARDEN

HINESBURG, VT  05461
P: 802-482-6607
F: 802-482-6609

SCHEMATIC DESIGN
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MEZZANINE PLAN
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MECHANICAL
ROOM BELOW

W2
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STEEL STAIR AND 
GUARDRAIL 
SYSTEM WITH 
CONCRETE 
TREADS, PAINT 
STEEL

STEEL GUARDRAIL, 
PAINT 

1'
-1

1"
1

A-4.1

GROSS AREA SUMMARY

GARAGE 10,508  SF

ADMIN.   1,052  SF

MEZZANINE  430  SF

TOTAL GROSS AREA 11,990  SF
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